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Boom Swing
The R30Z-9AK’s boom swing function is designed for ef� cient
work in congested residential and urban areas. The boom can
be offset left or right within an operating range.

Dozer Blade
Large dozer blade provides added versatility, work ef� ciency and
stability for the job.

Auto Shift Traveling System
During high-speed traveling, travel motor speed decreases
automatically when subjected to heavy load, and resumes
when the load reduces.

Zero-tail Swing
R30Z-9AK’s short tail swing radius allows the operator work in 
con� ned areas like close to buildings on roadways, and in urban 
areas. This compact radius design provides easy and ef� cient 
operation in any limited space work environment.

Lever Pattern Change Valve
Joystick control pattern can be changed easily through a pattern 
change valve.





Structural Strength
The R30Z-9AK cabin structure is designed with slimmer but stronger 
tubing for more safety and better visibility. Low-stress and high 
strength steel is welded to form a strong and stable lower frame. 
Structural durability is analyzed and tested by FEM-analysis (Finite 
Elements Method) and long-term durability tests.

Cylinder Covers
Cylinders of boom and dozer blade are provided with 
covers for extra protection.

Kubota D1305
Emissions: The most compact multi-cylinder liquid 
cooled industrial diesel engines comply with EPA 
Tier 4 Emission regulations without additional After 
Treatment Tools. This engine meets standards over the 
NRTC and NTE requirements.
Lower Noise Level: The half-�oat valve cover and MoS2 
coated piston reduce noise levels and vibration.






